
Table F-28. Predicted Maximum Concentrations of Groundwater Constituents at
K-Reactor Seepage Basina

PATHRAE-odeled maximum concentration without remedial acti onb

No waste removal and closure,
No action and waste removal and C1osure

Appl i cable Measured
Constituent standardc concentrate on l-m well 100-m well l-m well 1004 well

Tritium 8.7 X 104 2.8 x lo5d 7.2 x 106 4.4 x 106 7.2 X 106
(well KSB 1) (1960) (1967) (1960)

4.4 x 106
(1967)

StrOntium-90 4.2 x 101 (e) 1.2 x 103 (f) (f) (f)
(1997)

Yttrium-90 5.5 x 102 (e) 1.2 x 103
(1997)

(f) (f) (f)

a Pekkal a, Jewell , Holmes, and Marine, 19B7b. Concentrate ons are i n picocuries per 1iter. I
b~m~r: in pare”the~e~ ~epre~e”t~ the year i“ which concentrate on was reached or is expected tO be reached.

TE

CEPA, 19B5b. ICRP Publication 30 (ICRP, 1979) methodology was used to calculate radi Onucl ide concentrate Ons that
yield an annual effective whole body dose of 4 mil 1i rem.

dTri tin” ,aI”e is mean fOr 1986.

‘Not reported.
‘Below applicable standard.




